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Alutel Mobile

Is part of Alutel Mobility Suite 6.0 and has
been designed for mobile access control and 
employee iden�ty verifica�on in remote areas.

It sends your GPS Loca�on to the Central 
Server to find each one of the devices in 
real-�me, as well as providing access to its 
historical tracking informa�on.  

It u�lizes our RAGTAB, a robust and rugged
tablet, as an Access Control Controller.  It 
verifies your access ac�vity remotely via
your RFID Badge or QR Code.  

is capable of:

API and Third-Party Integra�ons



KEY FEATURES:

Geoposi�oning
Know the exact loca�on of each
event generated (GPS).

RFID Reader
OEM HID Mul�-technology Reader 
Module incorporated capable of reading 
the majority of RFID
Technologies in the market. 

Genera�on of Access Control Events   
Generates Access Control events in
remote places without any infrastructure 
where tradi�onal Access Control cannot 
reach.  

Live Tracking 
Know the posi�oning of the device and/or
vehicle in real-�me.

Alarm and No�fica�on Feature 
Send and receive alarms and
no�fica�ons from the different devices.

Reports
Event genera�on and audit right from
the device. 

Virtual Gates 
Event genera�on with pre-configured
virtual gates on a map.

Online and Offline Func�onality  
Func�onality via WiFi and LTE.  The device
keeps a copy of the database internally to 
operate offline with backup of events and later 
synchronizes with the server when it is back 
online.

Seat-assignment Feature 
Seat-assignment on Company Fleet 
Services.  Allows for employee
traceability to mi�gate COVID-related 
events, for instance.

Historical Tracking
Perform device and/or vehicle
history tracking. 
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Product Model No RAGTAB AM171 

Product 

pictures 

Product Outlook 

Type Details Standard Configuration 

Product Form 

Type Rugged Tablet 

Dimension 228*145*16.5mm 

Weight Device unit: 630g ，Unit with giftbox and standard accessories:1330g，docking：290g 

Device Color Black (bottom shell in black, front shell in black) 

LCD 

Screen Size 8“   16:10 

Resolution 800*1280 IPS LCD 

Brightness Minimum 400cd/㎡ 

TP Touch Panel 
Multipoints Capacitive G+G，Rigidity: above 7H-Anti-scratch，TP thickness：1.1mm，COF，support 

handwriting 

Camera 

Front Front:2.0MP 

Rear Rear: 13MP auto-facus with flashlight 

Speaker build in Embedded 8Ω/0.8W waterproof speakerx 1 

Mic build in Sensitivity :-42db, output resistance 2.2kΩ 

Battery 

Type build in polymer li-ion battery 

Capacity 3.7V/8500mAh 

System Hardware Configuration 

Type Details Description 

CPU 

Type MTK 8735A Quad Core 

Speed 1.45GHZ 

GPU Type ARM ® Cortex-A53 

RAM DDR3L 2GB  LPDDR3 

ROM Emmc 32GB EMMC 
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Indicator light build in 
Indicator light of charge, red light will flash when device has low power. red long light when power more than 

20%, green long light when full power 

G-sensor build in Gravity acceleration sensor NA 

L-Sensor build in Ambient Light Sensor NA 

M-Sensor build in Magnetism Sensor (Compass) NA 

Gyro-Sensor Soft Virtual Gyro NA 

Network Connections 

Type Details Description 

WIFI WIFI module WIFI 802.11(a/b/g/n) frequency 2.4G+5.8G dual band WIFI, 

Bluetooth build in BT4.0 (BLE) class1.5 transmission distance：10m 

2G/3G/4GB build in 
GSM (B1、B2、B5、B8, & WCDMA （B1、B2、B5、B8） & TD-S（B34、B39） & TDD（B38、B39、B40、B41） 

& FDD（B1、B2、B3、B4、B5、B7、B8、B 17、B 20） 

Integrate MT6255 (four in one chip), Support GPS/BeiDou/Glonass GPS build in 

READER  build in 
  HID Prox.  ICLASS, MIFARE, C1000, INDALA, SEOS  

Interface 

Configuration 

          Type 

TF slot 

USB Interface 

Earphone Jack 

       Details 

Extensive 

External 

Extend 

external m 

Audio Output 

Descriptions 

x1    max：128G 

   OTG  x1 

∮3.5mm standard earphone jack  x1 

DC Jack 

HDMI 

USB Interface 

Extensive Slot 

Power 

Video Output 

External  

  pogo Pin 

DC 5V 3A ∮3.5mm Power connector x1 

HDMI 1.4a Type C  x1 

  OTG  x1 

  12pin  Pogo Pin   x1 

Type Details

OTG cable OTG cable USB OTG to MICRO USB cable length:45mm 
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Power Adaptor Standard AC100V ~ 240V、50Hz/60Hz output DC 5V/3A 

EU Standard 

Software Configuration 

Type Details Description 

Operation 

System 
OS version Android 8.1 

Type Details Description 

IP65 
IPX7 

Method name short time submerging test 

Reliability 

Type Details Descriptions 

Product 

Reliability 

Drop Height 1.2m composite wood floors, in operation status 

Operate  

Temperature 

‘-10 °C to 50 °C  

Store Temperature ’-30 °C to 70 °C 

Humidity Humidity: 95% Non-Condensing 

Accessories 
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Mustering is the solution for emergency situations that 
require evacuation, helping to account for people that are 
on-site, differentiating if they are safe or at risk and/or 
danger. 

Our Mustering application, part of Alutel Mobility 
Suite 6.0, is complemented by a Robust Tablet to be able 
to identify personnel at evacuation or mustering areas 
and know their status in real-time.

Helps ensure the safety of all personnel in a physical 
location during an emergency, knowing where they are at 
the time of the emergency.

It is compatible with:

API and Third Party Integrations

&



MAIN FEATURES:

MUSTERING WORKFLOW:

NORMAL CONDITIONS

ALARMSECURE

Employees at work under
normal working conditions

•	An alarm is triggered to indicate an 
evacuation is in progress

•	An initial count is generated with the 
number of people on-site

•	A Countdown begins

•	A list of the last remaining unsafe personnel 
locations is immediately available to rescue 
teams

•	Lists of safe and unsafe personnel are 
updated in real-time via multiple devices and 
safe areas 

•	Puede ser usado en cualquier dispositivo 
(iOS, Android)

Secure your staff in
case de emergencies

Each individua is 
Identified via their
RFID Access Card

and reported at the 
moment of arrival 

Get information in 
a timely manner
about the last 

known location of 
missing people

Integrates with
Access Control

Systems

Use of a mobile Tablet
to carry out personnel

recognition in any
safe location

In an emergency, Mustering shows the location of personnel in real time, where they were last seen and 
if they are safe or in danger.

EVACUATION
•	Personnel that arrive at a Mustering Area or 

Evacuation point, identify themselves with 
their access control credential easily, quickly, 
and without errors on a mobile device (Robust 
Tablet)

•	Each event is synchronized with Access 
Control Platforms

•	Updated view of the evacuation in progress
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